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http://www.race-technology.com/upload/products/software/Setup_8.0.8075.exe
Lataa ohjelmisto tästä:

http://www.race-technology.com/download_area_2_7453.html
Uusimmat ohjelmistot löytyvät Racetechnologyn sivuilta:

KUVAUS

Racetechnology Dash2 konfigurointi
PIIRTÄJÄ

TERO TALVENSAARI / TT-Speed Oy
PVM.

23.4.2012

Lataa konfiguraatiotiedosto 
”Import Configuration” painikkeesta

Valitse oikea konfiguraatiotiedosto 
ja valitse ”Avaa” / ”Open” 

Kun olet kytkenyt jatkokaapelin 
tietokoneen sarjaportin ja Dash2:n 
sarjaportin välille ja kytkenyt virran 
Dash2:een, lähetä konfiguraatio ”Send 
Configuration (Serial) painiketta 
klikkaamalla. 

Huomioi että Dash2 firmware tulee olla riittävän tuore ennen kuin yrität konfiguroida näyttöä! 
Muuten näyttö voi mennä tilaan jonka vain tehdas osaa korjata.
Firmware-version selvität kun pidät ”down”-painiketta 

painettuna kun kytket virrat näyttöön.
Konfigurointiohjelma muistuttaa samasta aiheesta 
ainakin ensimmäisellä käynnistyskerralla.

Tarvitset sarjakaapeli-jatkon helpottaaksesi operaatiota.
(suora D9 uros -> D9 naaras)

www.ttspeed.fi
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Voit nimetä kanavan itseValitse näytettävät parametrit (5 eri näyttötilaa)

Skaalauksen voi määrittää joka 
kanavalle erikseen
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Racetechnology Dash2 konfigurointi Tatechille
PIIRTÄJÄ

TERO TALVENSAARI / TT-Speed Oy
PVM.

23.4.2012

Tässä esimerkissä Dash2:n ensimmäinen näyttötila
on konfiguroitu näyttämään 3 eri tietoa:
- Ahtopaine
- Pakolämpö
- Vedenlämpö
Huomaa että voit asettaa ylhäällä olevan listan 
mukaiset tiedot näkymään Dash2:sta.

Näyttötilojen konfigurointiesimerkki Tatech-ecuille

Lisää ohjeita löydät lontoonkielellä 
Racetechnologyn ”knowledge basesta”

http://www.race-technology.com/wiki/index.php/Hardware/DASH2

www.ttspeed.fi
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RS232 Pins DESCRIPTION
1 - N/C
2 - RX - Main Data In
3 - TX - Main Data Out
4 - TX - GPS Data Out
5 - GND
6 - RX GPS Data In
7 - +12v Out ( 50 mA limit)
8 - N/C
9 - N/C

LABEL DESCRIPTION
Analg 1 - 0-12v 16-Bit In
Analg 2 - 0-12v 16-Bit In
Analg 3 - 0-12v 16-Bit In
Analg 4 - 0-12v 16-Bit In
Analg 5 - 0-12v 16-Bit In
Analg 6 - 0-12v 16-Bit In
Analg 7 - 0-12v 16-Bit In
Analg 8 - 0-12v 16-Bit In

rL - 5-15v Trigger - ECU or Tacho Use. (RPM Low Level)
GND -

rH -
rG - See Connecting RPM (RPM High Level Ground)

Lap - Lap Beacon
Trig - Active Low (Take to GND) - Toggles Logging ON/OFF

Frequency 1 - 100KΩ Pull Down Included. 5-12V I/P 2KHz Max. In
Frequency 2 - 100KΩ Pull Down Included. 5-12V I/P 2KHz Max. In
Frequency 3 - 100KΩ Pull Down Included. 5-12V I/P 2KHz Max. In
Frequency 4 - 100KΩ Pull Down Included. 5-12V I/P 2KHz Max. In
+5v Ref Out - 50mA Max Out

Stat - 50mA Max, Active High, indicates logging status Out
STx - Serial data out out
Gnd -
SRx - Serial data in In

+12vPower -
GPS RF +3.3v - GPS Antenna Connection (3.3v)

 

 
  
1KHz HT Input - See Connecting RPM (RPM High Level)  

 
 
 

  

  
 

DL1 MK2

+12V GND Stat

F3

F4

F1

F2

Lap

Trig

rH

rG

rL

GND

A7

A8

A5

A6

A3

A4

A1

A2

SRx STx +5V

Conn-1

3

10

4

11

7 14

1 6

9

8

2 5

Conn-2

3

10

4

11

7

1 6

9 12

138

2 5

RS-232

+12V
GND
Turn Left indicator

13
Alternator
Wheel speed
Engine speed

AN4
AN3

12 AN2
AN1
Turn Right indicator

Switch common
Switch UP
Switch DOWN
Switch MENU
Switch SELECT
+5V out (50mA)

14 Sidelights in

Conn. Pin No Description Range Wire Colour jatkojohtovärit
1 A Analogue input 4 0-15V Purple VI
2 C Engine Speed Input 12v Squre wave White WS
3 E +12v Supply 10-16v Red RT
4 G Left indicator +12v to Activate Green/white WS-GN
5 J Analogue input 3 0-15v Pink PI
6 L Ground Black SW
7 M Main beam warning +12v to activate Grey GR
8 N Wheel speed input 5-12v Brown BR
9 O Analogue input 1 0-15v Yellow/green GE

10 P Alternator warning / field drive 0v to activate Green/red RT-BL
11 R Brake warning 0v to activate Yellow/white GR-PI
12 S Analogue input 2 0-15v Blue BL
13 T Right indicator +12v to activate Green GN
14 U Fog light warning 12v to activate Orange BR-GN

1 A Sidelights +12v when on Purple VI
2 C Switch common White WS
3 E +12v supply 10-16v Red RT
4 G
5 J Select button Switch to common Pink PI
6 L Ground Black SW
7 M No Connection
8 N Down button Switch to common Brown BR
9 O 5v Reference Output 50mA max Grey GE

10 P
11 R
12 S No Connection
13 T Up button Switch to common Green GN
14 U Menu button Switch to common Orange BR-GN
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RS232 pin 3 (Rx)  RS232 White

 
  

RS232 Ground  RS232 Black/screen
RS232 pin 2 (Tx)  RS232 Red

  

DASH2

Oil press
Water temp
Oil temp
RPM in
Speed in

Logger on indication
Logger on/off
Sensor GND

Power GND
+12V

+5V for sensors (100mA)

NOTE!
Conn-1 pin 11 (Brake warning) wire color 

may be YELLOW or YELLOW/WHITE

KUVAUS

Racetechnology Dash2 & DL1 connections
PIIRTÄJÄ
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